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This prem

ium
 installation kit is for S

elect 2006-U
P

 FO
R

D
, M

E
R

C
U

R
Y, &

 LIN
C

O
LN

 Vehicles. Included are all 
the parts you need to m

ount your car stereo/cassette or C
D

 player into your vehicle's dash. R
efer to the 

individual instruction in this m
anual to rem

ove your vehicle's factory radio and assem
ble the kit. 
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• S
ee your vehicle's instructions for any special tools your installation m

ight require. 

� R
ead all instructions accom

panying your car stereo/cassette player for proper w
iring and m

ounting 

instructions. 
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T
his instruction booklet is based on carefully docum

ented data and research of autom
obile dash disassem

bly, w
ire harness/codes 

and inform
ation pertaining to installation of this kit (F

D
1432B

) in S
elect 2006-U

P
 F

O
R

D
, M

E
R

C
U

R
Y

, &
 LIN

C
O

LN
 vehicles. S

cosche 
Industries, Inc. can not be held responsible for discrepancies/inconsistencies that m

ay occur due to the autom
obile m

anufacturing 
changes or options, or dam

age that m
ay occur in the autom

obile during the installation of com
ponents w

hile using this booklet. 
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1. 

S
nap the 6218 L&

R
 brackets to 6217 kit P

anel. 
2. 

A
lign the 

pocket to the low
er edge of the panel. S

ecure the 
pocket to the 6218 m

ounting brackets w
ith the (2) supplied 

screw
s in the installation kit. 
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 D
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lign , position and bolt the afterm
arket D

ouble D
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S
head unit to the 6218 m

ounting brackets. U
se the hardw

are 
supplied w

ith the afterm
arket D
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IN
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O

 head 
unit to secure the m

ounting brackets to the 
afterm

arket radio. 
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1. 
U

sing
 a p

anel rem
oval tool, unsnap

 rad
io trim

 p
anel, unp

lug
 harness and

 rem
ove. 

2. 
R

em
ove (4) 7m

m
 screw

s securing
 the rad

io. 
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: 
1. 

Lift center console lid
 and

 extract (2) 7m
m

 hex screw
s. 

2. 
U

sing
 a p

anel rem
oval tool, lift up

 to release b
exel surround

ing
 center shift. 

3. 
U

sing
 a p

anel rem
oval tool, unsnap

 rad
io d

ash b
ezel surround

ing
 rad

io. 
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1. 
U

sing
 a p

anel rem
oval tool, unsnap

 sm
all trim

 p
late located

 b
elow

 rad
io trim

 p
anel. 

2. 
U

sing
 a p

anel rem
oval tool, unsnap

 rad
io trim

 p
anel, unp

lug
 harness and

 rem
ove. 

3. 
R

em
ove (4) 7m

m
 screw

s securing
 the rad

io. 

(U
se FIG

U
R

E
 1)

2008-U
P

 FO
R

D
 S

U
P

E
R

D
U

T
Y

 P
IC

K
-U

P
 

R
A

D
IO

 R
E

M
O

V
A

L
: 

1. 
C

arefully unsnap
 d

ash/rad
io p

anel using
 a p

anel rem
oval tool, lift aw

ay, d
isconnect and

 rem
ove 

2. 
E

xtract (4) 8m
m

 hex b
olts securing

 rad
io, lift aw

ay, d
isconnect and

 rem
ove. 
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: 
1. 

U
sing a panel rem

oval tool, unsnap shifter trim
 bezel around shifter. 

2. 
R

em
ove (2) 7m

m
 screw

s at b
ottom

 of p
anal 

3. 
U

sing
 a p

anel rem
oval tool, unsnap

 rad
io trim

 p
anel unp

lug
 harness and

 rem
ove 

4. 
R

em
ove (4) 7m

m
 screw

s securing
 the rad

io. 
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