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REAR INPUT LEVEL:  12:00 (1/2)
Match e s  the  amp to  the  radio.
Tel ls  th e  am p  where  to  “cl i p.”

FRONT INPUT LEVEL:  11:00-12:00
When u sing ba g l ids  or  TourP ak,

reduce  f a ir ing  spe ake r  output
by tr im m ing l e v el  un t i l  f ron t  &  

rear  a re  equal ly  balance d.

FRONT & REAR EQUALIZER:  MIN
Adds bass  &  treble  to  

enclosed ve hi cles .  
N o t  use d  on  motorcycles.

INPUT SWITCH:  4CH
Num ber  o f  inputs  to  fee d amp.

N e w  T -harn e ss  i n clude d
in  RFK -HD14 al lows for

4 -chann e l  fadi n g.

CROSSOVER FREQUENCY:  80Hz
Te l ls  amp what  f re quencies  to  pass.

Mo t orcycle s  use  this  as  a  “bass  blocker”
to  preven t  subwoofer  f requencies  f rom

damagin g fa ir in g  an d bagl id  speakers.
(works  with  HP/AP/LP switch)

CROSSOVER SWITCH:  HP (High-Pass)
Type of  crossover  needed.  
(works  with  crossover  f requency dial )
 
[HP (High-Pass)  a l lows f requencies  above to  pass]
[AP (Al l -Pass)  a l lows al l  f requencies  to  pass]
[LP (Low-Pass)  a l lows f requencies  below to  pass]

Boom!™Box
Premium 6.5GT

Boom!™Box
Standard 4 .3 RADIO FLASH REQUIRED

”Rockford Fosgate Tune 2014+ All Models”

REMOTE TURN-ON REQUIRED
use turn-on from brake side

Boom!™Box
Premium GTS
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Boom!™ Audio  Stage 1  
CVO & Ul t ra  2-Speaker  System
F a c t ory  ampli f ier  in  fa ir ing.   Controls  
f a ir in g  speakers  and TourPak.

Bypass Plugs Required:
•  BOO M  1  S Y S T E M

Boom!™ Audio  Stage 2  
CVO 4-Speaker  System
Factory  amps in  fa ir ing  & le� bag.  
Fair ing  amp controls  fa ir ing  speakers.   
Le� bag amp controls  bagl ids.

Bypass Plugs Required:
•  BOOM AMP BYPASS -or-
  CVO 4-SPEAKER/  BOOM 2

•  BOOM AMP BYPASS -or-
  CVO 4-SPEAKER/  BOOM 2

Boom!™ Audio  Stage 2
CVO 6-Speaker  System
Bo o m! amp s i n  f a i r i ng  &  bo th bags.   
Fai r i ng  amp  c o ntro l s  f a i r i ng  sp e ake rs.  
Le � bag amp  c o ntro l s  l e � l o we r  &  
bagl i d  sp e ake rs.   R i ght  bag amp  c o n-
tro l s  r i ght  l o we r  &  bagl i d  sp e ake rs.

Bypass Plugs Required:
•  BOOM AMP BYPASS
•  CVO AMP LEFT SADDLEBAG
•  CVO AMP RIGHT SADDLEBAG

Boom!™ is  a  registered trademark of  Harley-Davidson Motor  Company.
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