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7 BAND EQ:  FLAT

CROSSOVER:  
 FRONT HPF:  60Hz @ 12dB/Oct .
 REAR HPF:  60Hz @ 12dB/Oct .
 SUB LPF:  APF

PUNCH EQ:  GAIN 0

FLAT:  Use on non-Rockford Fosgate  systems.

STAGE1:
Upper  Fair ing

STAGE2:
Upper  Fair ing + Bagl ids

RADIO DEFAULTS

STAGE3:
Upper  Fair ing + TourPak
Upper  Fair ing + TourPak + Bagl ids

INTERNAL AMPLIFIER:  ON

HD9813RG-STAGE1
HD9813RG-STAGE2

HD9813RG-STAGE3

HD9813RGU-STAGE1
HD9813RGU-STAGE2
HD9813RGU-STAGE3

HD9813SG-STAGE1
HD9813SG-STAGE2

HD9813SG-STAGE3

HD9813SGU-STAGE1
HD9813SGU-STAGE2
HD9813SGU-STAGE3

AUDIO KIT  PRESET:
These tunings are optimized ONLY 
for Rockford Fosgate TM400X4ad 
amplifiers & TMS speakers due to 
their unique frequency response.  
They are not for use with other 
speaker and/or amplifier brands. 

1)  Pre ss  &  H o l d  MENU to  
    access  S E T T I NGS.

2)  Ro tate  VOLU ME,  
    press  to  se l e ct  AUDIO.

3)  Ro tate  VOLU ME,  pre ss  to   
    se le ct  AU D I O KIT  P RESET.

4)  Rad io  w i l l  a u tomatical ly  
    rebo o t  &  l o ad prese t .TUNED BY UNICORNS:
Magical  ra inbo ws are  the  
foundatio n o f  these  tune s.
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OVER

1998-2013 Harley-Davidson ®

TM400X4ad Amp Tuning Guide for PMX-HD9813
on STAGE2 & STAGE3 Systems.
For  o the r  radio s,  re fer  to  Kn owledge  Base Answer  ID  #1355.

REAR INPUT LEVEL:  9 :00 (1/4)
Match e s  the  amp to  the  radio.
Tel ls  th e  am p  where  to  “cl i p.”

FRONT INPUT LEVEL:  8 :00 to  9 :00
When u sing ba g l ids  or  TourP ak,

reduce  f a ir ing  s peake r  output  
by  tr im m ing  f ro nt  gain  so  f ron t

& rear  a re  equal ly  balance d.

FRONT & REAR EQUALIZER:  12:00
Works  w ith  PMX- HD9813 DSP  

to  p ro vide  e xce pti onal  
ba ss  &  treble  respon se .

INPUT SWITCH:  4CH
Num ber  o f  inputs  to  fee d amp.

Ne w  h arn e ss  supports
integrate d 4- chan n e l

f ro nt/re ar  audi o.   
M ust  u se  rear  speake r

harness  on  P MX- HD9813.

CROSSOVER FREQUENCY:  50Hz
Tel ls  amp what  f re quencies  to  pass.

Mo torcycles  use  this  as  a  “bass  blocker”
to  pre ven t  subwoofer  f requencies  f rom

damagi n g fa ir in g  an d bagl id  speakers.
( latched to  HP/AP/LP switch)

CROSSOVER SWITCH:  HP (High-Pass)
Type of  crossover  needed.  
(works  with  crossover  f requency dial )
 
[HP (High-Pass)  a l lows f requencies  above to  pass]
[AP (Al l -Pass)  a l lows al l  f requencies  to  pass]
[LP (Low-Pass)  a l lows f requencies  below to  pass]
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